
Primary Framing / Joist [ By Others ]

STREAMLINE PC-27 Wall Profile

STREAMLINE FC-60 Channel

Panel Edge

STREAMLINE SPL-60 [ splice ]

STAGGER JOINTS

Screw Location

A = MAX. 150MM (~6")

B = 334MM (~13-1/4")

C = MAX. 300MM (~12")

D = 900MM (~36")

E = 170MM (~6.7")
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FRAMING PLAN - GYPSORB STREAMLINE FRAMING - DIRECT FIX CLIP (DFC-60)
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NOT TO SCALE

SONUS / STRATA

GYPSORB STREAMLINE

FRAMING - DIRECT FIX

CLIP (DFC-60)

SONUS / STRATA

3D AXON - GYPSORB STREAMLINE FRAMING - DIRECT FIX CLIP (DFC-60)



13-1/4" O.C MAX

GYPSORB DFC-60 CLIP

FACTORY EDGE JOINTS - 4MM

(~.16") TO BE PRIMED AND FILLED

W/ GYPSORB JOINT FILLER

2" MIN. SOUND ABSORBING

MATERIAL (POLYSORB, UNFACED

FIBERGLASS BATT, ROCKWOOL,

ETC.) OPTIONAL

13-1/4" O.C MAX

FC-60 CHANNEL

1/4" +/- GAP AT WALL TO BE PRIMED AND

FILLED WITH GYPSORB JOINT FILLER. CAN

ALSO RECEIVE INSIDE CORNER TAPE JOINT

TREATMENT. (REFERENCE INSTALLATION

GUIDE FOR FILLING PERFORATIONS PRIOR TO

ADDING TAPE.)

EXISTING FLOOR / CEILING

STRUCTURE

6" MAX.

GYPSORB PC-27

PERIMETER CHANNEL

900MM

(~36") MAX.

2" MIN. SOUND ABSORBING

MATERIAL (POLYSORB, UNFACED

FIBERGLASS BATT, ROCKWOOL,

ETC.) OPTIONAL

FACTORY EDGE JOINTS - 4MM

(~.16") TO BE PRIMED AND FILLED

W/ GYPSORB JOINT FILLER

GYPSORB FC-60 CHANNEL

GYPSORB PC-27 PERIMETER CHANNEL

(FRICTION FIT FC-60 CHANNEL

LEAVING 1/8" GAP AT WALL)

300MM

(~12") MAX.

GYPSORB PERFORATED PANEL

WITH ACOUSTICAL BACKER

EXISTING STRUCTURE, TYP.

GYPSORB PERFORATED PANEL

WITH ACOUSTICAL BACKER

GYPSORB DFC-60 CLIP

SONUS / STRATA

SECTION - B - GYPSORB STREAMLINE FRAMING - DIRECT FIX CLIP (DFC-60)
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SCALE: 3" = 1'-0"
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SECTION - A - GYPSORB STREAMLINE FRAMING - DIRECT FIX CLIP (DFC-60)
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SCALE: 3" = 1'-0"

SECTION

DETAILS

SONUS / STRATA

GYPSORB STREAMLINE

FRAMING - DIRECT FIX

CLIP (DFC-60)
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